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Series 34

Series 34

LED navigation lights –
The latest LED generation in an 
attractive and slim design.  
Totally maintenance-free

Housing
Polycarbonate, seawater resistant, UV pro-
tected, non-corrosive, non-magnetic, impact 
and shock resistant

Mounting

Electric
Multivolt, invers polarity protection 
included, EMC tested, with degradation 
control, LED(s) included

Application

Optics
Innovative lens technology for wide visibility 
requires only one or two light-emitting diode(s) 
(depending on product)

Stainless steel covers

2

1

Backplate: polyamide

Dimensions in: mm / inch

Side-mount, pre-wired with 200 mm cable 
2 x 0.30 mm2 / AWG 22, 2-hole mounting. 
Masthead, Masthead / Anchor, Tricolor and 
Tricolor / Anchor are with                 system, 
deck-mount

Application depending on required visibilities. 
See table in technical information. 

3

Backplate: polyamide

Protection degree
IP 67



Navigation Lights
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Series 34

4

5

Deck-mount or under step!

36

36

No. Description Ship size Wattage Visibility Housing colour Mounting Voltage Article number

1
Starboard

< 50 m / 
< 164 ft.

1,5 W 2 nm Black side-mount 12 V, 24 V 3850001000

Starboard
< 50 m / 
< 164 ft.

1,5 W 2 nm White side-mount 12 V, 24 V 3850101000

2
Port

< 50 m / 
< 164 ft.

1,5 W 2 nm Black side-mount 12 V, 24 V 3851001000

Port
< 50 m / 
< 164 ft.

1,5 W 2 nm White side-mount 12 V, 24 V 3851101000

3
Stern

< 50 m / 
< 164 ft.

1,5 W 2 nm Black side-mount 12 V, 24 V 3852001000

Stern
< 50 m / 
< 164 ft.

1,5 W 2 nm White side-mount 12 V, 24 V 3852101000

4
Bicolor

< 20 m / 
< 65 ft.

3 W 2 nm Black deck-mount 12 V, 24 V 3863001000

Bicolor
< 20 m / 
< 65 ft.

3 W 2 nm White deck-mount 12 V, 24 V 3863101000

5 Bicolor
< 20 m / 
< 65 ft.

3 W 2 nm Aluminium deck-mount 12 V, 24 V 3863201000

Spare Parts / Extras

Stainless steel cover, 
Starboard

Polished 8385000300

Stainless steel cover, 
Port

Polished 8385100200

Stainless steel cover, 
Stern

Polished 8385200200
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Series 34

Signal white:
Housing black : Type 3854011000
Housing white  : Type 3854111000

Signal green:
Housing black : Type 3854131000
Housing white  : Type 3854151000

Signal red:
Housing black : Type 3854171000
Housing white  : Type 3854191000

Sheet
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Surface; Oberfläche

View
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Navigation Lights

21

Series 34

No. Description Ship size Wattage Visibility Housing colour Mounting Voltage Article number

6

360° All-round white  
< 20 m /
< 65 ft.

1,0 W 2 nm Black deck-mount 12V, 24V 3854001000

360° All-round white  
< 20 m /
< 65 ft.

1,0 W 2 nm White deck-mount 12V, 24V 3854101000

360° All-round red
< 20 m /
< 65 ft.

approx. 1,3 W 2 nm Black deck-mount 12V, 24V 3854161000

360° All-round red
< 20 m /
< 65 ft.

approx. 1,3 W 2 nm White deck-mount 12V, 24V 3854181000

360° All-round green
< 20 m /
< 65 ft.

1,0 W 2 nm Black deck-mount 12V, 24V 3854121000

360° All-round green
< 20 m /
< 65 ft.

1,0 W 2 nm White deck-mount 12V, 24V 3854141000

7

225°
Masthead, quicfits

< 20 m /
< 65 ft.

2,1 W 3 nm Black deck-mount 12 V, 24V 3855001000

225°
Masthead, quicfits 

< 20 m /
< 65 ft.

2,1 W 3 nm White deck-mount 12 V, 24V 3855101000

112,5° 11
2,

5°

135°
Tricolor, quicfits

< 20 m /
< 65 ft.

1,9 W 2 nm Black deck-mount 12V, 24V 3856001000

112,5° 11
2,

5°

135°
Tricolor, quicfits

< 20 m /
< 65 ft.

1,9 W 2 nm White deck-mount 12V, 24V 3856101000

8

360°

225° Masthead / Anchor, 
quicfits

< 20 m /
< 65 ft.

2,1 W (Masthead)
1,0 W (Anchor)

3 nm,
2nm

Black deck-mount 12V, 24V 3858001000

360°

225° Masthead / Anchor, 
quicfits

< 20 m /
< 65 ft.

2,1 W (Masthead)
1,0 W (Anchor)

3 nm,
2nm

White deck-mount 12V, 24V 3858101000

360°

112,5° 11
2,

5°

135°

Tricolor / Anchor, 
quicfits

< 20 m /
< 65 ft.

1,9 W (Tricolor) 
1,0 W (Anchor)

2 nm Black deck-mount 12V, 24V 3857001000

360°

112,5° 11
2,

5°

135°

Tricolor / Anchor, 
quicfits

< 20 m /
< 65 ft.

1,9 W (Tricolor) 
1,0 W (Anchor)

2 nm White deck-mount 12V, 24V 3857101000


